MULTI-PURPOSE/MULTI-PURPOSE HD

Both types in this series are suitable for

High
Fotaton industrial applications or road construction
equipments, such as seismic rollers
e The hexagonal lug design can enhance traction
High Loads and flotation capability even on soft soil

At Low Pressure

conditions

® MP HD devision allows same load capacity with
comparativety low air pressures

Excellent
Traction

ULTI-PURPOSE TRA: R-3

. Static Rolling . Load Capacity Kg
L Tread Outer Section |paded Circum- Inflation
Tire Size °a|‘i§ef(e9d TT/TL  Depth  Rim  Diameter ~ Width Radius  ference Pressure Speed Km/h
mm mm mm o TR O KPa Statc 10 20 25 40 50 65
m800/65R32 184A8/181B TL 37 DwW27B 1820 813 - - 400 20700 13500 11070 9990 9630 9000 8250 o
E:’800/65R32 185D TL 37 Dw27B 1794 815 °© © 400 21280 13880 11380 11100 11100 11100 10080 9250
Load Capacity
. . Outer Section Inflation
. R. Tread Depth | ,
Tire Size P.R T/TL p Rim D - Width Pressure Speed 40 km/h
mm mm mm KPa Kg
12.4-24 8 TL 17.0 W10, W10H, W11 1124 310 220 1285
6 TT/TL 140 1360
14.9-24 19.0 W12, W13 1241 378
8 TL 180 1600
10 140 2900
12 170 3250
23.1-26 TL 18.0 DW20A 1516 587
14 190 3550
16 220 3875
*:With Steel Belt
MULTI-PURPOSE HD TRA: R-3
Load Capacity
- . Outer Section Inflation
. R. Tread Depth X -
L PR gk # Rim Diameter Width Pressure Speed 40 km/h
mm mm mm KPa Kg
8 TT 28.0 DW20A 1581 590 110 2575
10 TT/TL 28.0 DW20A 1581 590 140 2900
23.1-26 12 TT/TL 28.0 DW20A 1581 590 170 3250
16 TL 28.0 DW20A 1581 590 220 3875
M18PR+DUAL BEAD TL 28.0 DW20A 1558 610 260 4125
12 140 3350
28L-26 TL 28.0 DW25A 1591 714
16 190 4125

* 800/65R32 MULTI-PURPOSE is the left one;
12.4-24,14.9-24,23.1-26 MULTI-PURPOSE is the middle one;
23.1-26,28L-26 MULTI-PURPOSE HD is the right one
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