RIDE KING

Fuel Reduced Soil . . . . .
Economy  Compaction ® New generation of radial traction flotation with a
- 65 km/h speed rating
u‘o ® Excellent self-cleaning properties for safe driving
High Self ® Reduces soil compaction in field use
Speed Cleaning

® Low rolling resistance delivers fuel savings and a
comfortable ride

o

High Comfort
Flotation

. Static Rolling . Load Capacity Kg
T Tread Outer Section | oaded Circum-  Inflation
TSz °a| ; peed 1,7 Depth Rim Diameter ~ Width Radius ference  Pressure Speed Km/h
ndex
mm mm .
mm mm mm 12 5% +2.5% KPa Static 10 20 25 30 40 50 65
500/45R22.5 146D TL 18.0 16.00 1022 503 468 3080 400 6900 5400 4950 4740 4530 4080 3630 3000
M"500/60R22.5 155D TL 25.0 AG16.00 1163 488 - - 400 8910 6900 6700 6150 5800 5270 4625 3875
*560/45R22.5 152D L 25.0 16.00 1061 535 480 3190 400 8165 6390 5860 5610 5360 4830 4295 3550
161D 400 10640 8325 7630 7310 6980 6290 5600 4625
*560/60R22.5 = TL 25.0 16.00 1223 541 548 3669
165D 500 11845 9270 8450 8140 7780 7000 6230 5150
*600/50R22.5 159D TL 21.0 AG20.00 160 590 517 3437 400 10060 7875 7220 6910 6610 5950 5290 4375
= 148D 320 7245 5670 5190 4970 4750 4280 3810 3150
620/40R22.5 TL 25 AG20.00 1057 598 - -
154D 400 8600 6750 6150 5900 5650 5100 4500 3750
*710/40R22.5 161D TL 25.0 24.00 1128 709 500 3388 400 10640 8325 7630 7310 6980 6290 5600 4625
*710/45R22.5 165D TL 25.0 24.00 1198 719 539 3595 400 11845 9270 8500 8140 7780 7000 6230 5150
*600/55R26.5 165D TL 25.0 20.00 1317 605 600 3947 400 11845 9270 8500 8140 7780 7000 6230 5150
*650/55R26.5 169D TL 25.0 20.00 1374 643 650 4082 400 13340 10440 9570 9160 8760 7890 7020 5800
*710/50R26.5 170D TL 25.0 24.00 1376 724 614 4105 400 13800 10800 9900 9480 9060 8160 7260 6000
*800/45R26.5 174D TL 25.0 28.00 1390 800 625 4110 400 15410 12060 11050 10590 10100 9110 8110 6700
*750/60R30.5 181D TL 25.0 24.00 1660 770 738 4992 400 18975 14850 13610 13035 12460 11220 9980 8250

*:With Steel Belt
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